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15| SLOPE /4 /T CONTRACT NO. 99274
ore /18T suove 3/16/7 .. PAVEMENT DESIGN DATA
L - / %
N 7 Ty el CLASS Il STREET
— . o AT T DESIGN PERIOD — 20 YEARS
- STRUCTURAL DESIGN TRAFFIC (SDT)
7" PCC PAVEMENT SPECIAL YEAR — 2025
W/ INTEGRAL CURB. SEE STD. BLR 10-3 P.C. — 1985
SUB—BASE _GRANULAR, suU - 30
MATERIAL, TYPE A, 4 WU — 15
PERCENT OF PAVEMENT S.D.T IN DESIGN LANE
TYPICAL RON'L(}[;C\;\L/?Y SECTION P.C. 50 SU. 50 MU. 50
SOIL SUPPORT VALUE (L.B.R.) — 2.0
TRAFFIC FACTOR (T.F) — 0.1
OMIT 3/4°/FT. AT GUITERS PAVEMENT STRUCTURE MATERIALS:
LEGEND /WPJCAL ) l P.C.C. PAVEMENT MINIMUM THICKNESS 7 INCHES
w2 & VAR | W/2 & VAR
EDGE OF EXISTING ROADWAY VAR _ ./' SLOPE 3/16"/T | SLOPE 3/16°/FT SLOPE 3/4"/FT.
e | —— i T —"\ TYPE ‘B’ JOINT
7] EXISTING TELEPHONE PEDESTAL ' -
] EXISTING UTILITY POLE | FOR OTHER NOTES AND SIDE STREET PAVEMENT
DIMENSIONS SEE ABOVE
) EXISTING WATER METER YPIeAL SECTON. 5 | / N
(=] EXISTING GRAVE HEADSTONE SIDE STREET % S e T TR DA g 7w %
& B . . * » . V. & » *
EXISTING CEMETERY MARKER TYPICAL SECTION LOCATION WIDTH - SN 7 S I A N
EXISTING CULVERT TO BE REMOVED NO SCALE :
[O] PROPOSED INLET, TYPE 3, 5' 70 BE USED AT SIDE STREETS o = z 3" TRANSITION—|
) ’ & ENTRANCE OLD CAIN ROAD 22’
i PROPOSED INLET SPECIAL, TYPE A CNTRANCE @ STA. 76400 20° DEPRESSED CURB
WITH TYPE 3V FRAME & GRATE NO SCALE
PROPOSED STORM SEWER 70 BE USED ADJACENT TO CITY STREETS & FRIVATE ENTRANCES
e EXISTING UNDERGROUND ELECTRIC LINE FOR JOINT 8" DETALLS, SEE STANDARD BLR 10-3
—OHE— EXISTING OVERHEAD UTILITY LINE _ i
—T — EXISTING UNDERGROUND TELEPHONE AGS SURFACE COURSE — e |
—GAS— EXISTING GAS LINE VARIABLE WIDTH Y  VARIABLE WIDTH ~ " | GRADING LIMITS
—oATv— EViTING CABLE TV LINE po— O ) / PAVEMENT FULL DEPTH
W EXISTING WATERMAIN ' 7"7/‘ oy R.O.W. LINE. OR AS_DIRECTED ~ S | _ROW._LINE_OR AS_DIRECTED
Q EXISTING HYDRANT / BY THE ENGINEER BY THE ENGINEER
— — CONSTRUCTION LIMITS
EXISTING FENCE 0 0
EXISTING MAILBOX 3 <
PROPOSED DEPRESSED CURB
EXISTING CONCRETE TO BE REMOVED N y
PROPOSED DITCH CHECK o / ©
PROPOSED PERIMETER EROSION CONTROL 7 b
57 5' 5‘ 5'
EXISTING TREE TO REMAIN Depressed Curb Depressed Curb
EXISTING PERMANENT PAVEMENT EXISTING GRAVEL
EXISTING TREE TO BE REMOVED ENTRANCE DETAIL ENTRANCE DETAIL
NOT 70 SCALE NOT 7O SCALE
BROWN & ROBERTS, INC.




